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In the specification: 

Page 1, line 3, amend as follows: 

R el ated Ar t Backaround of the Invention 

Page 1, amend the paragraph in lines 5 and 6 as follows: 

The invention Is based on a stator according to the d e finiti on 
of th e sp e cies in Claim 1 . 

Page 1, line 16, amend as follows: 

Advantag e s Summary of the Invention 

Page 1, amend the paragraph in lines 18-22 as follows: 

In contrast, the stator according to the invention having th e 
charact e rizing featur e s in Claim 1 has the advantage that a stator can be 
produced in simple fashion that makes smaller tolerances possible and has 
improved performance data, such as a higher slot fill factor of the excitation 
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coils, less space required to install the motor, reduced stop torques, and 
higher torque, for example, 

Defete lines 24 and 25 on page 1 . 

Page 2, line 19, amend as follows: 

D e ta i led Description of the C xe mpl a r v Preferred Embodiments 

frame Page 4, amend the paragraph in lines 8-1 1 as follows: 

The coil body 28 is integrally inj s ct i on-mo l ded extruded on the 
oblong pole shoe 24 using plastic, for example. Undercuts, for example, are 
provided in the pole shoe 15 or the oblong pole shoe 24, i.e., a snap-in 
connection with the pole tooth 7 is formed, so that the coil body 28 is fixed 
in position on the pole tooth 7. 
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